
 
 

 

Overzicht PSP Persstoppers 
 

 

 

STA350 persstoppers 
Artikelnr. Omschrijving Maat Bereik Gewicht Maximaletestdruk* 

03500002 STA350 persstopper DN 14 13 - 19 mm 0,49 kg 30,0 Bar 

03500003 STA350 persstopper DN 20 18-25 mm 0,44 kg 30,0 Bar 

03500004 STA350 persstopper DN 25 23-30 mm 0,66 kg 30,0 Bar 

03500005 STA350 persstopper DN 30 28-35 mm 0,84 kg 25,0 Bar 

03500006 STA350 persstopper DN 35 33-40 mm 0,85 kg 20,0 Bar 

03500007 STA350 persstopper DN 40 38-45 mm 0,90 kg 20,0 Bar 

03500008 STA350 persstopper DN 50 48-55 mm 1,36 kg 20,0 Bar 

03500009 STA350 persstopper DN 60 58-65 mm 1,48 kg 16,0 Bar 

03500010 STA350 persstopper DN 65 60-70 mm 1,52 kg 16,0 Bar 

03500011 STA350 persstopper DN 70 65-75 mm 1,64 kg 16,0 Bar 

03500012 STA350 persstopper DN 75 73-80 mm 1 , 7 1 k g 16,0 Bar 

03500013 STA350 persstopper DN 80 75-95 mm 2,70 kg 16,0 Bar 

03500014 STA350 persstopper DN 90 85-105 mm 2,80 kg 16,0 Bar 

03500015 STA350 persstopper DN 100 95-115 mm 3,00 kg 16,0 Bar 

03500016 STA350 persstopper DN 110 105-125 mm 3,14 kg 15,5 Bar 

03500017 STA350 persstopper DN 125 120-140 mm 3,43 kg 15,0 Bar 

03500018 STA350 persstopper DN 140 135-155 mm 3,80 kg 14,0 Bar 

03500019 STA350 persstopper DN 150 145-165 mm 4,20 kg 13,0 Bar 

03500020 STA350 persstopper DN 160 155-175 mm 4,27 kg 12,5 Bar 

03500021 STA350 persstopper DN 175 170-190 mm 4,73 kg 12,0 Bar 

03500022 STA350 persstopper DN 190 185-205 mm 6,41 kg 12,0 Bar 

03500023 STA350 persstopper DN 200 195-215 mm 7,10 kg 11,5 Bar 

03500024 STA350 persstopper DN 210 205-225 mm 7,42 kg 11,5 Bar 

03500025 STA350 persstopper DN 225 220-240 mm 8,98 kg 11,0 Bar 

03500026 STA350 persstopper DN 235 230-250 mm 9,80 kg 10,0 Bar 

03500027 STA350 persstopper DN 250 245-265 mm 10,82 kg 10,0 Bar 

03500028 STA350 persstopper DN 260 255-275 mm 12 , 21 kg 9,5 Bar 

03500029 STA350 persstopper DN 300 295-315 mm 14,00 kg 9,0 Bar 

03500030 STA350 persstopper DN 310 306-323 mm 13,80 kg 8,5 Bar 

03500031 STA350 persstopper DN 350 345-365 mm 18,20 kg 7,0 Bar 

03500032 STA350 persstopper DN 400 395-415 mm 21,80 kg 6,0 Bar 

03500033 STA350 persstopper DN 450 445-465 mm 30,60 kg 5,0 Bar 

03500034 STA350 persstopper DN 500 495-515 mm 31,40 kg 4,5 Bar 

 


